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SANITARY WARE SPECIFICATION SHEET

GROHE (Germany) "Essence” Single-lever
chrome plated free stand bath mixer with single
functions hand spray ; nominated flow rate 6.3
L/min in WELS Grade 1; Registration No. SB

Illustration/ Drawing

Acme Sanitary Ware Co. Ltd

Mr. Eric Wong/ Mr. Don Yuen
(852) 2388-7171/ (852) 2710-8012
acme@acmesanitary.com.hk

Item Descriptions
18-0030
Dimensions L170 x W277 x H884 mm
Model 23491001 (Mixer)
45984001 (Mounting box)
Finish Chrome Plated
Manufacturer GROHE Limited
Supplier
Contact Tel/Fax
E-mail
Website www.acmesanitary.com.hk

Single-lever bath mixer 1/2", floor mounted
set for final installation for 45 984

without roughing-in-set

GROHE SilkMove 35 mm ceramic cartridge
with temperature limiter

GROHE StarLight chrome finish

automatic diverter: bath/shower

swivel spout with mousseur and stop limiter
projection 277 mm

integrated non-return valve in the shower
outlet 1/2"

with shower holder

hand shower Euphoria Cosmopolitan Stick (27
806 000) 7.6 I/min.

Silverflex shower hose 1250 mm 1/2" x 1/2"
(28 362)

protected against backflow

min. recommended pressure 1.0 bar

* 1 Spray: Normal

* Metal

* GROHE EcoJoy 1.75 gpm (6.6 I/min) flow
limiter

*» GROHE DreamSpray perfect spray pattern
* GROHE StarLight chrome finish

» SpeedClean anti-lime system

« Inner WaterGuide for a longer life

« Universal mounting system (fits all standard
shower hoses)

« Suitable for instantaneous heater

for floor-mounted bath mixers/spouts and
shower mixers

without finishing trim set

installation plate with 360° horizontal and 3°
vertical adjustment

installation depth 53-157 mm for bath
mixers/spouts, depth compensation 104 mm
installation depth 65-157 mm for shower
mixers, depth compensation 92 mm

two % " female connections (hot/cold supplies)
flushing plug

Can take a single mixed supply

GROHE Fresh retrofit set:

enables access to concealed cistern

to add a cleaning tablet

(chlorine free tablets only )
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Colour options:
001 | StarLight Chrome
DC1 | SuperSteel
DA1 | Warm Sunset
® A01 | Hard Graphite
® AL1 | Brushed Hard Graphite

GL1 | Cool Sunrise

GN1 | Brushed Cool Sunrise
® DL1 | Brushed Warm Sunsst

BE1 | Polished Nicksl

ENT1 I Brushed Nicksl

* All information of the above is for the reference only. No prior notice is made if any changes.
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SEMSRRY (Registration No):  SB 18-0030
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Voluntary Water Efficiency Labelling Scheme - Showers for Bathing
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has registered the following shower under this scheme :

B ¥ /Model . 26465XXX | ‘
i@ | Country or Region Origin ~ : ~ Germany | |

R AHGS U E R 03% : : .
Symbolio Prasontation on the Wator Gffioncy Labed * Wirklh Vaton depltty)

AR
Vatar %ﬁa&no‘y grm/c

gjfffg %mmm/f&bn : > DT litves/minets

SR H
DateofIsue: |4 February 2018

K i% E
Water Supplies Department

bl

KBEZEEREHEAD
for Director of Water Supplies




