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Acme Sanitary Ware Co. Ltd

Website www.acmesanitary.com.hk
set for final installation for

45 984

without roughing-in-set

GROHE SilkMove 35 mm ceramic cartridge

with temperature limiter

GROHE StarLight chrome finish

automatic diverter: bath/shower

spout with mousseur

projection 271 mm

integrated non-return valve in the shower outlet 1/2"

with shower holder

hand shower Sena Stick (26 465)

Silverflex shower hose 1250 mm (28 362)

protected against backflow

min. recommended pressure 1.0 bar

for floor-mounted bath mixers/spouts and shower

mixers

without finishing trim set

installation plate with 360° horizontal and 3°

vertical adjustment

installation depth 53-157 mm for bath

mixers/spouts, depth compensation 104 mm

installation depth 65-157 mm for shower mixers,

depth compensation 92 mm

two ½ " female connections (hot/cold supplies)

flushing plug

Can take a single mixed supply

GROHE Fresh retrofit set:

enables access to concealed cistern

to add a cleaning tablet

( chlorine free tablets only )

23792001 (Mixer)

Supplier

acme@acmesanitary.com.hk

Mr. Eric Wong/ Mr. Don Yuen

(852) 2388-7171 / (852) 2710-8012Contact Tel/Fax

SANITARY WARE SPECIFICATION SHEET

Illustration/ DrawingItem Descriptions

Finish

45984001 (Mounting box)

Manufacturer GROHE Limited

L271 x W202 x H801 mm

GROHE (Germany) "Lineare" Single-lever

chrome planted free stand bath mixer;

nominated flow rate 6.3 L/min in WELS

Grade 1; Registration No. SB 18-0030

Dimensions

Model

* All information of the above is for the reference only. No prior notice is made if any changes.                                             
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