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SANITARY WARE SPECIFICATION SHEET

Item Descriptions

Dimensions

FF1-CN521X0031599P (AC Adapter)

Material / Finish

Model

Source

  Detail specifications:

 ∙Not included drain pop-up

 ∙Pre-set Program: Ensure hygiene and easy maintenance with 7 pre-set programs

that combine cleaning mode, automatic flushing and thermal disinfection.

 ∙Precise Sensor: Infrared technology ensures accurate sensing

 ∙for hands-free activation

 ∙Remote Controller (sold separately)

 ∙Remote control features an easy-to-read display and effortless operation

 ∙Shine Plus: Durable chrome finish for lasting shine and luster

 ∙The supply water pressure 0.1÷0.5Mpa.

 ∙The water supply pipe 1/2"

∙AC power supply :

    - Input: AC 100-240V~50-60Hz 0.2A

    - Output: DC 6.75V 0.35A 2.4W

 ∙Reception range 12mm (7-20cm adjutable)

 ∙Automatic safety shut-off : 60s (6-420s adjustable)

 ∙Flow rate: ≤ 1.1l/min at 0.1 Mpa

 ∙LEED rating : 4 points ( ≤1.1l/min at 0.415Mpa)

 ∙Environment Temperature 10⁰C ~ 60⁰C

L166 x W52 x H138 mm

Inax (Japan) "AutoSENZ" Deck mounted precise

Infra-red sensor single tap; AC Adapter operated; 7

pre-set programs that combine cleaning mode,

automatic flushing and thermal disinfection; remote

controller in option; durable chrome finish for

lasting shine and luster; nominated flow rate 1.2

L/min in WELS Grade 1; Registration No. TN 23-

0003

Contact Tel/Fax

E-mail

www.acmesanitary.com.hk

AMV-91 (Tap)

acme@acmesanitary.com.hk

Acme Sanitary Ware Co. Ltd

Mr. Eric Wong/ Mr. Don Yuen

(852) 2388-7171 / (852) 2710-8012

Inax (Japan)

Plated Nickel / Chromium

AC power supply option
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SANITARY WARE SPECIFICATION SHEET

Item Descriptions INAX (Japan) Stainless steel braided inlet

flexible hose

Illustration/ Drawing

Dimensions Refer to drawing

Model A-10920-VN

Material Stainless Steel/ PEX /CW617N

Manufacturer Inax (Japan)

Country of Origin Vietnam

Source Acme Sanitary Ware Co. Ltd

Mr. Eric Wong/ Mr. Don Yuen

Contact Tel/Fax (852) 2388-7171 / (852) 2710-8012

E-mail acme@acmesanitary.com.hk

Website www.acmesanitary.com.hk

Nipple

Material:

CW617N

Nipple

Material:

CW617N

Hose
External Material: 
stainless steel
Internal Material: 
PEX

Bore Diameter: DN8

End Connection Size: G1/2

Length: 350-600 mm
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