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Satin Finish

MATERIALS:

18-8, type-304 stainless steel with satin finish. Faceplate is 14-gauge (2mm).

Hooks snap down for safety if excessively loaded.

INSTALLATION:

Secure unit to wall at all points indicated by an S. Unit has countersunk

screw holes and is furnished with six 1/4–20 x 1½ '' (6 x 38mm), tamper-

resistant, flat-head, hex-socket, stainless steel machine screws and a security

hex key for installation.

Expansion shields are not furnished by manufacturer.

SPECIFICATION:

Clothes hook strip shall be type-304 stainless steel with satin finish.

Faceplate shall be 14-gauge (2mm) and equipped with four hooks shall snap

down for safety if excessively loaded. Unit shall be furnished with tamper-

resistant mounting screws.
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* All information of the above is for the reference only. No prior notice is made if any changes.                                              Source: Bobrick
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Stainless Steel 304Material

Bobrick Washroom Equipment Inc. (USA)

Model

Manufacturer

Note:

Finish

SANITARY WARE SPECIFICATION SHEET

Supplier

Bobrick (USA) 304 Stainless steel vandal-

resistant clothes hook strip in satin finish

(secured from front)

Illustration/ Drawing

Acme Sanitary Ware Co. Ltd

Mr. Eric Wong/ Mr. Don Yuen

B-985

L455 x W52 x H140 mm
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